


FINDER MK4
Generation IV MODEL: MK4-100-00A1

GROUPSPECOPS 

US DESIGNED
US SUPPORTED

PX1-C441
Its small size, rugged design, and extended 
operational temperature make it a great 
fit for industrial IoT applications and 
embedded systems in the industrial 

SHOCK & VIBE
TESTED

INDUSTRIAL
TEMPERATURE

control, transportation, Mil/COTS, and 
energy markets. It includes up to 8 GB of 
soldered down LPDDR4 system memory 
and a non-removable eMMC device for 
solid-state storage of an operating system 

(OS) and applications. In addition, the 
board supports M.2 and SATA devices.Intel 
Powered by Apollo Lake-I E3900 Processor 
Quad core.

Low Emitting Microwave Radar

Frequency Modulated Continuous Wave Radar (FMCW)

6160 - T651 Aluminum Alloy CNC Formed Chassis & Cover Plate.

3.15 GHz

2.0 Megapixel HD 1080p, 120 fps, automatic Night infrared switching.

Elevation 35 deg, Azimuth 70 deg.

ICNIRP-1998 radiation exposure requirements compliant

IP 68 Threaded type Cat6 receptacle

IEEE 802.11ac b/g/n  [Wavelength Ranges 2.4 GHz, 5 GHz]
Charging system: 4-Cell, 2.8A @ 12.8V LiFePO4 Charger [110 - 240V]

LiFePO4 13.2V 5sh, 66Wh

Up to 150 Scans

12 Hours when remote sensor is left in the ON position.

Approx. 1 Minute: 10 seconds
Heart Rate, Respiration and Human Gross Movement Profiles

Common construction materials

200ft (60m)

-84° To +240°F [-64°C to +115°C]

System runs on common smart phone, laptop or tablet

14.9  x 12.13 x 9.58” [37.85 x 30.81 x 24.33cm]

8 Lbs (3.6Kg.)
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Radar Antenna Array

Radar Type

Camera System
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WiFi

Radioactivity

Exterior Ethernet Port

Power Supply

Scans Per Charge

Battery

Standby Time

Target Types

Length of Scan
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Temperature Range

Display

MK4 Remote Sensor Dimensions

MK4 Remote Sensor Weight

Clear Air Range Operation Range
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